|deal solution for above-ground

pools and spas.
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Plug & play, quick installation,
no need a pre-installed by-pass.
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ALSAVO P25

Patent design,
stylish and
more durable

Portable, the net weight of
the smallest mini heat pump
Isonly 18kg.
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Easy to use,
operating above 12°C
ambient temperature.
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Safe operation,
hydropower separation.
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Advised pool volume m?3
* Air 28°C, Water 28°C,Humidity 80%
Heat Output (kW) KW
Power Consumption (kW) KW
COP

* Air 15°C, Water 26°C,Humidity 70%
Heat Output (kW) KW
Power Consumption (kW) KW
COP

Voltage

Rated Current A
Fuse Current A
Advised water flux m3/h
Water Pressure Drop KPa
Condenser

Water pipe in—out mm
Noise level(10m) dB(A)
Noise level(1m) dB(A)
Net Weight kg
Gross Weight kg
Net Dimension mm
Packing Dimension mm

1.9
0.56
3.4

2.6
75

48

2

17

iz
328*346*420
385*%480*480

Eco-friendly,
R32 refrigerant.
ALSAVO P45 ALSAVO P55

5-16 10-20
4.2 55
1.00 1.31

4.2 4.2

3.2 4.2
0.91 1.2

3.5 35

220-240V/50Hz

4.4 0.8

13 16

2 2.5-3.2
15 15

Titanium exchanger in PVC
32 or 38mm

46 46

b& 55

27 31

e 36

AZT*43 7*521
AGS5*E/0*585

The data above is just for reference.For model specifications,please refer to the nameplate on the unit.



